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Table 1. . Results of mean and standard deviation measurements inside 
selected ROIs corresponding to EID CT 80kVp, 100 kVp, and dSi-PCCT 65keV 

images from scan acquisitions at matched radiation dose.

Figure 1. Illustration of the custom neonatal brain phantom used to evaluate 
CT image quality in pediatric brain imaging. (B) Non-contrast head scout 
image from a 10-month-old patient. (A) Scout image acquired from the 

phantom, demonstrating the range of skull-mimicking concrete thicknesses. 
(C) Photograph of the phantom’s insert without the outer cylinder (inverted 

up-down), showing vials with relevant solutions inserted into designated slots 
and submerged in DI water. (D) Photograph of the assembled phantom with 
the outer cylinder with the bone-mimicking material, with ends of the vials 

visible at the top. The thickness of the cylinders’ walls changes in the vertical 
direction such that different bone thickness can be modeled for axial CT 

images. (E) Axial CT image pointing to the vials used in this evaluation 
(WW/WL = 100/30). 
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Purpose: To evaluate the low-
contrast performance of deep silicon 
photon-counting CT (dSi-PCCT) for 
neonatal brain imaging using a 
custom phantom designed to 
replicate clinically relevant neonatal 
skull and soft-tissue attenuation.

Methods: A custom neonatal brain 
phantom containing tissue-
equivalent inserts simulating 
cerebrospinal fluid (CSF) and 
neonatal brain tissue (10–20 HU 
contrast) was scanned at matched 
radiation dose (CTDIvol = 18 mGy) on 
a dSi-PCCT system and a conventional 
energy-integrating detector CT (EID 
CT) system. Contrast-to-noise ratio 
(CNR) between the CSF and brain 
tissue surrogates was measured.

Results: At matched radiation dose, 
dSi-PCCT demonstrated 15.5% and 
24.0% higher CNR than EID CT 
acquired at 80 kVp and 100 kVp, 
respectively. Improved CNR was 
achieved despite the dSi-PCCT 
acquisition being performed at 120 
kVp.

Conclusion: The custom neonatal 
brain phantom enabled clinically 
relevant assessment of pediatric 
brain CT image quality. dSi-PCCT 
provided superior low-contrast 
performance compared with 
conventional EID CT, highlighting its 
potential to improve visualization of 
subtle neonatal brain structures and 
increase diagnostic confidence.

Representative neonatal brain phantom images 
acquired on EID CT (80 and 100 kVp) and dSi-PCCT 
(65 keV) at matched radiation dose are shown in 
Figure 2. The dSi-PCCT images demonstrated the 
highest contrast-to-noise ratio (CNR) among all 
imaging conditions. 

Quantitative CNR measurements showed 
improvements of 15.5% and 24.0% relative to EID 
CT at 80 kVp and 100 kVp, respectively, shown in 
Table 1. Notably, these improvements were 
achieved even though dSi-PCCT acquired data at 
120 kVp, while the EID CT images were acquired at 
lower tube potentials that are conventionally 
expected to provide higher soft-tissue contrast.

The improved CNR enabled clearer separation 
between the cerebrospinal fluid (CSF) and neonatal 
brain tissue surrogate inserts, representing 
attenuation differences of only 10–20 HU. The 
measured CNR exceeded the predefined 
acceptance criterion for both EID CT comparisons, 
demonstrating robust low-contrast performance 
under clinically relevant pediatric imaging 
conditions.

This custom phantom provides a clinically 
relevant platform for evaluating neonatal brain 
CT image quality by replicating realistic 
neonatal skull attenuation and clinically 
relevant soft-tissue contrast between CSF and 
brain tissue. 

Although low-kVp imaging is commonly used 
to improve soft-tissue contrast in pediatric CT, 
dSi-PCCT demonstrated higher CNR than both 
80- and 100-kVp EID CT at matched radiation 
dose. The improvement is likely attributable to 
the enhanced spectral information provided by 
its 8-energy-bin detector design, resulting in 
improved contrast preservation while 
maintaining low image noise. 

Consistent with previous studies 
demonstrating the advantages of PCCT for 
neuroimaging and brain image quality 
assessment[3], these findings suggest that dSi-
PCCT may improve visualization of subtle 
neonatal intracranial abnormalities, increase 
diagnostic confidence, and potentially reduce 
repeat imaging.

A custom neonatal brain phantom was 
developed to replicate clinically relevant 
neonatal skull thickness and soft-tissue 
attenuation, shown in Figure 1. The phantom 
consisted of a skull-mimicking outer shell 
surrounding a water-filled central 
compartment containing tissue-equivalent 
inserts. NaCl solutions were used to simulate 
cerebrospinal fluid (CSF) and neonatal brain 
tissue with attenuation differences of 
approximately 10–20 HU.

The phantom was scanned at a matched 
radiation dose (CTDIvol = 18 mGy) on a deep 
silicon photon-counting CT (dSi-PCCT, 
Photonova Spectra, GE HealthCare) system and 
an energy-integrating detector CT (EID CT, 
Revolution Apex, GE Healthcare) system. dSi-
PCCT images were acquired at 120 kVp and 
reconstructed as 65-keV virtual monoenergetic 
images, while EID CT images were acquired at 
80 and 100 kVp. Images from both systems 
were reconstructed using matched soft-tissue 
kernels(Stnd for EID CT and HD Stnd for dSi-
PCCT), medium-strength deep-learning 
denoising (DL-M), a 1.25-mm slice thickness, 
and a 512 × 512 matrix. 

Contrast-to-noise ratio (CNR) between the CSF 
and brain tissue surrogate inserts was 
measured and compared across the three 
imaging conditions.

A clinically realistic neonatal brain phantom 
was developed for quantitative evaluation of 
pediatric brain CT image quality. At matched 
radiation dose, dSi-PCCT demonstrated 15.5% 
and 24.0% higher CNR than 80- and 100-kVp 
EID CT, respectively. dSi-PCCT exceeded the 
predefined image quality acceptance criterion 
under clinically relevant neonatal imaging 
conditions. These results demonstrate the 
potential of dSi-PCCT to improve low-contrast 
detectability and diagnostic confidence in 
neonatal neuroimaging.

Neonatal brain CT requires visualization of 
subtle attenuation differences (10–20 HU) 
between cerebrospinal fluid (CSF) and 
immature brain tissue[1]. Maintaining 
sufficient contrast-to-noise ratio (CNR) is 
particularly challenging because pediatric 
imaging requires low radiation dose while skull 
attenuation further degrades image quality. 
Conventional image quality phantoms are not 
designed to represent neonatal anatomy or 
these clinically relevant soft-tissue 
contrasts[2]. 

To address this need, a custom neonatal brain 
phantom was developed to replicate realistic 
neonatal skull thickness and clinically relevant 
soft-tissue attenuation. Using this phantom, 
the present study quantitatively compared the 
low-contrast performance of deep silicon 
photon-counting CT (dSi-PCCT) and 
conventional energy-integrating detector CT 
(EID CT) under matched pediatric imaging 
conditions.
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Figure 2. Axial CT sections used for CNR assessment for EID CT 80kVp 
(left), 100 kVp (center), and dSi-PCCT 65keV (right). 
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